city of

Anl(eny
WELCOME

ANKENY AREA
CONTRACTORS

Thank you for being here today!



PLANNING, BUILDING & DEVELOPMENT
ENGINEERING PERSONNEL

Carmen Santee, Permits Clerk
Debbie Schaffer, Permits Clerk
Kathy Steeples, Permits Specialist
Michael Villamagna, Combination Inspector |
Craig Larsen, Combination Inspector Il
Jerry Agan, Combination Inspector 111
John Cabeen, Code Enforcement Officer |
Dennis Neff, Civil Engineering Technician
Don Clark, Civil Engineer
Jon Hanson, Development Engineering Administrator
Jeff Junker, Building & Zoning Administrator
Eric Carstens, Associate Planner
Seana Perkins, Associate Planner
Debra Lampe, Associate Planner
Trish Kuhn, Administrative Assistant
Eric Jensen, Assistant Planning and Building Director
John Peterson, Planning and Building Director
« Jared Bright, Storm Water Coordinator



INFORMATION AVAILABLE

 City of Ankeny
— Adopted codes and amendments
— Permit application forms
— Permit submittal requirements
— Handout information
— Efc. Etc.

« WWW.ankenyiowa.gov



CONSTRUCTION CODES

Current
2006 International Residential
Code
2006 International Building Code
2006 International Fire Code

2006 International Mechanical
Code

2006 International Plumbing
Code

2006 International Fuel Gas Code

2006 International Property
Maintenance Code

2008 National Electric Code —
per State of lowa

Future
2009 International Residential
Code
2009 International Building Code
2009 International Fire Code

2009 International Mechanical
Code

2009 Uniform Plumbing Code

2009 International Energy
Conservation Code

2009 International Property
Maintenance Code

2008 National Electric Code —
per State of lowa



Construction Provisions’ Reminders

 Building
—Narrow Wall Bracing
—EXxterior Stairs — Temporary
—Deck Ledger Fastening
—Roof Truss Bracing
—Engineered Products






Exterior Doors

« R311.4.3 Landings at Doors

— There shall be a floor or landing on each
side of a door not more than 1 Y2 inches
below the threshold.

« Exception 1 — two or fewer risers (other than
the front/required door)

« Exception 2 — may be 7 % inches lower than
threshold If only screen door swings over
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Exterior Doors

Correct Incorrect




Deck Ledger Fastening

R502.2.2

— Deck ledger connection to band joist requires a minimum
nominal 2” dimensional band joist or minimum 1>
composite band joist (SCL or LVL)

— Connection shall be made with appropriately spaced 2 lags
or 2 bolts with washers

R502.2.2.1

— A flashed deck ledger is required.

— Ledger shall not be installed over siding
R403.1

— Footings shall bear on undisturbed soll

— Footings within the over-dig area to be @ basement

foundation elevation
10



Deck Ledger Fastening

Joist Span 6’1”to | 8’1”to |10°1” |[12°1”to | 14’17 to | 16°1” to
8’ 10° to12°> |14’ 16’ 18’

Connection Details On-center spacing of fasteners

" dia. Lags with 30” 23” 18” 15” 13”7 11” 10”
15/32” max
sheathing

57 dia. Bolts with 36” 36” 34” 29” 24” 21”7 19”
15/32” max
sheathing

57 dia. Bolts with 36” 36” 29” 24” 217 18” 16”
15/32” max

sheathing and

stacked washers

Connectors shall extend through the band joist
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ROOF TRUSS BRACING

 Truss design drawings shall be engineered
drawings and must be provided.
— Provide with building plan submittal
. -Or-
— Provide on the job site
 Bracing of engineered trusses is critical to

the engineered design. Understand and
apply the required bracing

14



ENGINEERED PRODUCTS

e Roof Trusses

— Cutting, notching & boring are prohibited except where permitted
by the manufacturer’s recommendations.

e Floor Trusses

— Cutting, notching & boring are prohibited except where permitted
by the manufacturer’s recommendations.

« Engineered Lumber & Laminated Beams

— Cutting, notching & boring are prohibited except where permitted
by the manufacturer’s recommendations.

* A stamped structurally engineered “FIX” 1s
required If the above Is violated.

15



STATE MANDATES -
IMPLEMENTED CHANGES
SINCE LAST YEAR

e 2008 National Electric Code

« 2009 International Energy Conservation
Code

e Dual Sensor Smoke Detectors

16



2008 NATIONAL ELECTRIC
CODE

This requirement is mandated by the State of lowa

» Electrical
 Concrete-Encased Electrode (footing ground)
« Tamper Resistant Receptacles
 Arc-Faults & Ground Faults
* Protection of Wiring

17



Energy Compliance

This requirement is mandated by the State of lowa and Is
currently based on the 2009 International Energy Code.

Please use the following reporting form:
Residential Energy Code (RES Check)

REM/Rate
Other as provided by certified raters?

Performance or prescriptive designs are recognized, please
provide documentation with permit application. If using
the performance path please provide documentation with
initial permit application submittal and thereafter ‘testing’
documentation proving compliance. This is needed before
a Certificate of Occupancy may be issued.

18



Dual Sensor Smoke Detectors

The State Fire Marshal filed administrative rules requiring
all new residential construction to be equipped with dual
sensor smoke detectors with the effective start date of
April 1, 2010.

A dual sensor detector is a detector that has both a
photoelectric sensor that protects best against slow,
smoldering fires and an ionization sensor that protects best
against fast, flaming fires.

The new administrative rules regarding dual sensor
detectors are found in 661 lowa Administrative Code
Chapter 210.

This requirement includes replacement of existing smoke
detectors as well. 19



PERMIT FEE SCHEDULE

* Building and trades’ permit fees are
anticipated to stay the same

20



RESIDENTIAL SPRINKLERING —
IRC Buildings Only

* No change anticipated

« SFD threshold — 8,000 square feet including
basement and all floors — does not include
garage square footage

* T’homes — back-to-back up to 12 units
allowed with two-hour separations in lieu of
sprinklering

21



CODE UPDATES — CHANGES AS
DESCRIBED IN PREVIOUS
UPDATE MEETINGS

*Window Sills — Heights & Openings
» Eave Edge Protection — all roofs

» CO?2 detector required in each
dwelling unit

22



More Than 6 Above Grade & Less Than 2° AFF
Window May Not Open More Than 4” - - maintain
egress windows at least 24” AFF




Eave Edge Protection

Ice barrier.

In areas where there has been a history of ice forming along
the eaves causing a backup of water as designated in

Table R301.2(1), an ice barrier that consists of at least
two layers of underlayment cemented together or a self-

adhering polymer modified bitumen sheet shall be used in

place of normal underlayment and extend from the lowest

edges of all roof surfaces to a point at least 24 inches (610

mm) inside the exterior wall line of the building.

— Ice barrier underlayment required

24



Carbon Monoxide Alarms

« R315.1

— Shall be installed outside each separate
sleeping area in the immediate vicinity of
the bedrooms

— Shall be installed in existing dwellings
where work requiring a permit occurs

— Shall be listed as complying with UL
2034 and be installed per manufacturer

25



COSESCO — Erosion Control Plan

For Ciiy Uy
Fernit Mo, Tesoed
Dute lssued

Construction Site Krogion and Sediment Control (COSESCO)
Initaation to by Bubmitted with Building Permil dpplication

« Jared Bright N

fhe above address is covered under 1ke Stale General Pormit 22 as o part of the
Terge develepuacnt of |

' At
o have ablained Blwe Cener: Podl #2 coverame for 17202 oddeess as iequired by
. O rI I l a e r the developer.
I"url B. Chouse ane:

Lam the permmiciee ol the devdopnentela reforenved above.
E P P

-
Tliave aveepled a teasfar of Lakility ard o adlely ceaamegible for General Paoit
43 pomplisne: on oy sire.

I have not seceplel a lramafze o Fabilily, The respossthlo pey s

T ey subesitting a Stornvsator Pellutice Prevenion Plan (SWPEW G ihis site of
tlevelaper vieuioes hat the builder o%taio dheir avn 92aus Cenerk Perntil 423,

Fzm sulnitting a sibe plan wall srosdin sontels shesa and this Soe.

« Wwww.ankenyiowa.gov Pt coses00 et vt

Applicant raeae

— Municipal Utilities
— Stormwater Utility

Applicant phone

Applicant Hipheiure - Theic

26



STORMWATER —
EROSION
CONTROL
PRACTICES —
ANTICIPATE
CHANGES



STORMWATER
STAKEHOLDERS

* EPA
* IDNR
* CITY OF ANKENY
« DEVELOPERS
 BUILDERS
* CITIZENS OF ANKENY

28



STORMWATER
REGULATORS

 EPA

* IDNR

« CITY OF ANKENY






Anticipate Chang

P

A




V)
D
(@)
-
(qu;
O
O
(D)
o

icipa

Ant










-
f




5 lm...w
i S0l

.
-

J.._.,




STORMWATER — EROSION
CONTROL PRACTICES —
ANTICIPATE CHANGES

Perimeter control per lot required prior to permit issuance

Concrete washout containment structure/area required on each lot
prior to permit issuance -or- provide copy of written agreement to use
Developer’s common washout area.

Temporary site access - rock drive required within 7 days of
foundation installation or 3 days of Sewer/Water/Storm Installation
whichever occurs first.

Interim inspections to confirm compliance * if non-compliant a Pre-
Citation will be issued immediately and followed up with a Citation
If non-compliant 24 hours later. (weather related constraints will be
considered)

37



STORMWATER — EROSION CONTROL
PRACTICES — ANTICIPATE CHANGES

 Final Inspection

« Final Certificate of Occupancy may be issued upon confirmation that all
construction and zoning codes are compliant, lot is fully stabilized and
erosion control features are removed.

_Or_

Final Certificate of Occupancy may be issued when all construction and
zoning codes are compliant and a copy of an ESCROW agreement including
the City of Ankeny as a party to the agreement for those site related items not
completed is provided. The ESCROW agreement must state that the C of O
has been issued in reliance on funds being escrowed in an amount necessary
to complete all outstanding work.

« Temporary Certificate of Occupancy

« A temporary Certificate of Occupancy may be offered provided all
construction and zoning codes are compliant and all erosion control
measures are compliant and maintained in-place. A temporary Certificate of
Occupancy is valid for no more than twenty one days except during winter
months. 38
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«— Drainage Easement >

Cut-in Silt Fence

-or- staked sock

Stockpile Area
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Rear Yard Intake-
provide inlet
protection

> ®™ O

m o > 2

House & Garage
Footprint

Setback Line

Individual Concrete
Washout Containment

Lot Line

Area -or- provide written
agreement to use \
developer’s regional
concrete washout
containment area

~

Cut-in silt fence
-or- staked sock

— o = = e e e e e e e e e e e e e e e e ==

NaA+ Ta Chnla

Temporary
Rock Drive

from curb to
setback line,
of minimum
2” clean rock
at least 8”
deep and 8’
wide

Curb Intake - at least 15’ from any washout area - provide inlet protection area |
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Rear Yard Intake-
provide inlet
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|
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1

House & Garage
Footprint

Temporary
Rock Drive

Setback Line

Individual Concrete
Washout Containment
Area -or- provide written
agreement to use
developer’s regional
concrete washout
containment area

Lot Line

from curb to
setback line,

of minimum

2" clean rock
at least 8”

Cut-in silt fence
-or- staked sock
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deep and 8
wide
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PERIMETER CONTROL

Prior to permit issuance perimeter erosion
control measures shall be installed.
Additionally, if a developed lot Is adjacent
then picket fence/riot fence shall be
Installed along the common lot line(s). An
Inspection will be scheduled to confirm
Installation when the permit application Is
submitted. A permit will not be issued
unless compliant perimeter control
measures are installed. 2



PERIMETER CONTROL

43



CONCRETE WASHOUT
CONTAINMENT

Prior to permit issuance a concrete washout containment
structure/area be installed -or- provide copy of written
agreement to use Developer’s common washout area
with permit application submittal. An inspection will be
scheduled to confirm installation -or- receipt of
agreement to use developer’s common washout area
when the permit application is submitted. A permit will
not be issued unless a compliant concrete washout
containment area is installed -or- agreement is provided.

44



CONCRETE WASHOUT CONTAINMENT

AREA
 Concrete washout P
containment area *Hl
required on each lot s SSEEEET TR

and may be an ;
excavation or an above
ground containment &
area of adequate size
and strength to contain
the project’s washout

45



PRE PERMIT ISSUANCE
PERIMETER CONTROL

If erosion control measures and adjacent
lot protection fencing as applicable are
not appropriately installed a permit will
not be issued .

No work other than erosion control
measures may be done until a permit
has been 1ssued.

46



EROSION CONTROL MEASURES’
INSTALLATION

STOP WORK

City of Ankeny
Office of Building Official

NOTICE

Address:

This property has been inspected and
Construction Site Frosion and Sediment
Control features are found to be non-
compliant. Corrective action shall be taken
immediately to remedy this state of non-
compliance. No other work shall be allowed
on this site until approval of corrective
action is granted. Ankeny Municipal Code
Chapter 169

Pl i o
Building Official Date

When corrections are complete call Jared Bright,
storm  Water Coordinator lor re-inspeclion @
515-963-3534.

Do mot remove this notice under penalty of law.

If erosion control measures are not
appropriately installed a permit will
not be issued and a Stop Work
order will be posted . If any work
occurs other than erosion control
measures’ installation a pre-citation
will be issued.

Stop Work Orders shall not be
removed or defaced and no work
shall continue or commence
thereafter until approval by City
personnel.

No work other than erosion control
measures’ installation may be done
until a permit has been issued.



EROSION CONTROL MEASURES’
INSTALLATION

CITY OF ANKENY PLANNING and BUILDING DEPARTMENT
PRE-CITATION AND COMPLAINT NOTICE

The City of Ankeny Planning and Building Department conducted a regular, recheck, or
complaint inspection at the following:

Name:

Doing Business As:

Address:
City: Ankeny State: lowa Zip:
The Code Enforcement Officer (or agent) states that on, or@abolt, s 4 */ /____ at

AM/PM, a violation of the provisions of Section of the Ankeny
Municipal Code,

existed in the following form:

You are to immediately cease all activity listed on this notice.

You are to comply with the Ankeny Municipal Code Section cited
above immediately.

(X_the appropriate blank)

You are hereby/notified that a re-inspection will be conducted on or about

, 20

This Notice is written as a courtesy to you in order to avoid a Civil Citation. If a
Civil Citation becomes necessary, it is typically the result of a municipal
infraction punishable by a financial fine not to exceed $750.00 for the first
offense or $1,000.00 for subsequent offenses.

Code Enforcement Officer or Agent Occupant Signature

Initial here and add date if this is corrected uponrecheck. _ /[

If erosion control measures are not

appropriately installed a permit will
not be issued and in addition to a
Stop Work order a pre-citation will
be issued for any work other than
erosion control measures’
installation.

No work other than erosion control

measures’ installation may be done
until a permit has been issued.

Within 24 hours from pre-citation

Issuance compliant erosion control
measures shall be installed or a
citation will be issued (weather
related constraints will be
considered). 48



EROSION CONTROL MEASURES’
INSTALLATION

CITY OF ANKENY PLANNING and BUILDING DEPARTMENT
PRE-CITATION AND COMPLAINT NOTICE

The City of Ankeny Planning and Building Department conducted a regular, recheck, or
complaint inspection at the following:

Name:

Doing Business As:

Address:

City:  Ankeny State: lowa Zip:

The Code Enforcement Officer (or agent) states that on, orabout, ~ / _ /__ at
AM/PM, a violation of the provisions of Section of the Ankeny

Municipal Code,

existed in the following form:

You are to immediatelyicease all activity listed on this notice.

You are to comply'with the Ankeny Municipal Code Section cited
above impiediately.

(X_the appropriate blank)

You are herebysnotified that a re-inspection will be conducted on or about

, 20

This¢Notice is written as a courtesy to you in order to avoid a Civil Citation. If a
Civik€itation becomes necessary, it is typically the result of a municipal
infraction punishable by a financial fine not to exceed $750.00 for the first
offense or $1,000.00 for subsequent offenses.

Code Enforcement Officer or Agent Occupant Signature

Initial here and add date if this is corrected uponrecheck. _ /[

If erosion control measures are not

appropriately installed a permit
will not be issued and in
addition to a Stop Work order a
citation will be issued for any
work other than erosion control
measures’ installation.

No work other than erosion control

measures’ installation may be
done until approval by City
personnel and a permit has been
Issued and the Stop Work order
lifted (weather related
constraints will be considered) .

49



TEMPORARY SITE ACCESS -
ROCK DRIVE

A temporary site access - rock
drive shall be installed within
7 days of foundation
Installation or within 3 days of
sewer/water/storm installation
whichever occurs first. The
driveway shall be constructed
to a minimum width of 8 feet
and shall extend from the
back of curb to the front
setback line. Aggregate shall
be a minimum 2 inch clean
size and shall be a minimum
of 8 inches deep.

50



TEMPORARY SITE ACCESS -
ROCK DRIVE

 [tissuggested that the
temporary site access — rock
drive area be located where
the permanent drive is to be
Installed and that it be cored-
out to accommodate the
depth of granular material.

4 « Use of the temporary site

. access — rock drive

aggregate as a subgrade for
the permanent driveway
makes good sense. 51




7/ DAYS AFTER FOUNDATION OR 3
DAYS AFTER SEWER,WATER,STORM

STOP WORK

City of Ankeny
Office of Building Official

NOTICE

Address:
This property has been inspected and
Construction Site Frosion and Sediment
Control features are found to be non-
compliant. Corrective action shall be taken
immediately to remedy this state of non-
compliance. No other work shall be allowed
on this site until approval of corrective
action is granted. Ankeny Municipal Code
Chapter 169

Pl i
Building Official Date

When corrections are complete call Jared Bright,
storm  Water Coordinator lor re-inspeclion @
515-963-3534.

Do mot remove this notice under penalty of law.

A compliant temporary site
access - rock drive shall be
Installed within the prescribed
timeframe. A finding of non-
compliance will be cause for
Immediate posting of a Stop
Work order and issuance of a
pre-citation by City personnel.

Within 24 hours from pre-citation
Issuance a compliant
temporary site access - rock

drive shall be installed.
i 52



7/ DAYS AFTER FOUNDATION OR 3
DAYS AFTER SEWER,WATER,STORM

CITY OF ANKENY PLANNING and BUILDING DEPARTMENT
PRE-CITATION AND COMPLAINT NOTICE

The City of Ankeny Planning and Building Department conducted a regular, recheck, or
complaint inspection at the following:

Name:

Doing Business As:

Address:
City: Ankeny State: lowa Zip:
The Code Enforcement Officer (or agent) states that on, orabolt, 4”4 "/ / at

AM/PM, a violation of the provisions of Section of the A%ny
Municipal Code,

existed in the following form:

You are to immediately cease all activity listed on this notice.

You are to comply with the Ankeny Municipal Code Section cited
above immediately.

(X_the appropriate blank)

You are hereby/notified that a re-inspection will be conducted on or about

, 20

This Notice is written as a courtesy to you in order to avoid a Civil Citation. If a
Civil Citation becomes necessary, it is typically the result of a municipal
infraction punishable by a financial fine not to exceed $750.00 for the first
offense or $1,000.00 for subsequent offenses.

Code Enforcement Officer or Agent Occupant Signature

Initial here and add date if this is corrected uponrecheck. _ /[

A compliant temporary site access -

rock drive shall be installed within
the prescribed timeframe. A
finding of non-compliance will be
cause for immediate issuance of a
pre-citation by City personnel.

Within 24 hours from pre-citation

Issuance a compliant temporary site
access - rock drive shall be
installed or a citation will be

issued.

No work other than temporary site

access — rock driveway installation
may be done until thereafter until
approval by City personnel and the
Stop Work order lifted (weather
related constraints will be
considered). 53



7/ DAYS AFTER FOUNDATION OR 3
DAYS AFTER SEWER,WATER,STORM

CITY OF ANKENY PLANNING and BUILDING DEPARTMENT
PRE-CITATION AND COMPLAINT NOTICE

The City of Ankeny Planning and Building Department conducted a regular, recheck, or
complaint inspection at the following:

Name:

Doing Business As: A compliant temporary site
Address access - rock drive shall be

City:  Ankeny State: lowa Zip: = = = =
| Installed within the prescribed
The Code Enforcement Officer (or agent) states that on, or about, ~ / _ /__
AM/PM, a violati f th isi f Secti f the Ank -
Miricinal Code. a violation of the provisions of Section of the Ankeny tl m eframe .

existed in the following form:

No work other than temporary site
access — rock driveway

You are to immediatelyicease all activity listed on this notice.

__ You are to comply'with the Ankeny Municipal Code Section cited InStaI Ia.tlon may be done
above impiediately. . .
(¢ e approptte ek thereafter until approval by City
You are herebywaotified that a re-inspection will be conducted on or about person nel and the Stop WO rk
R order lifted (weather related
Civiktation becomes necessary 1t s ypically the reaut of & municpal constraints will be considered).

infraction punishable by a financial fine not to exceed $750.00 for the first
offense or $1,000.00 for subsequent offenses.

Code Enforcement Officer or Agent Occupant Signature 54

Initial here and add date if this is corrected uponrecheck. _ /[



INTERIM INSPECTIONS

STOP WORK

City of Ankeny
Office of Building Official

NOTICE

Address:

This property has been inspected and
Construction Site Frosion and Sediment
Control features are found to be non-
compliant. Corrective action shall be taken
immediately to remedy this state of non-
compliance. No other work shall be allowed
on this site until approval of corrective
action is granted. Ankeny Municipal Code
Chapter 169

Pl i o
Building Official Date

When corrections are complete call Jared Bright,
storm  Water Coordinator lor re-inspeclion @
515-963-3534.

Do mot remove this notice under penalty of law.

Interim inspections may occur at
any time during construction.
A finding of non-compliance
will be cause for immediate
posting of a Stop Work order
and issuance of a pre-citation
by City personnel.

Within 24 hours from pre-citation
Issuance a compliant
Installation shall be confirmed
or a citation will be issued.

55



INTERIM INSPECTIONS

CITY OF ANKENY PLANNING and BUILDING DEPARTMENT
PRE-CITATION AND COMPLAINT NOTICE

The City of Ankeny Planning and Building Department conducted a regular, recheck, or
complaint inspection at the following:

Name:

Doing Business As:

Address:
City:  Ankeny State: lowa Zip:
The Code Enforcement Officer (or agent) states that on, or@about, s o */ / at

AM/PM, a violation of the provisions of Section of the Ankeny
Municipal Code,

existed in the following form:

You are to immediately cease all activity listed on this notice.

You are to comply with the Ankeny Municipal Code Section cited
above immediately.

(X_the appropriate blank)
You are hereby/notified that a re-inspection will be conducted on or about

, 20

This Notice is written as a courtesy to you in order to avoid a Civil Citation. If a
Civil Citation becomes necessatry, it is typically the result of a municipal
infraction punishable by a financial fine not to exceed $750.00 for the first
offense or $1,000.00 for subsequent offenses.

Code Enforcement Officer or Agent Occupant Signature

Initial here and add date if this is corrected upon recheck. __ /__ [/

Interim inspections may occur at any
time during construction. A finding
of non-compliance will be cause
for immediate issuance of a pre-
citation by City personnel.

Within 24 hours from pre-citation
issuance a compliant installation
shall be confirmed or a citation will
be issued (weather related
constraints will be considered) .

No work other than repair of non-
compliant erosion control measures
and features may be done
thereafter until approval by City
personnel and the Stop Work order
lifted (weather related constraints
will be considered).
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INTERIM INSPECTIONS

CITY OF ANKENY PLANNING and BUILDING DEPARTMENT
PRE-CITATION AND COMPLAINT NOTICE

The City of Ankeny Planning and Building Department conducted a regular, recheck, or
complaint inspection at the following:

Name:

Doing Business As:

Address:

City:  Ankeny State: lowa Zip:

The Code Enforcement Officer (or agent) states that on, orabout, ~ / _ /__ at
AM/PM, a violation of the provisions of Section of the Ankeny

Municipal Code,

existed in the following form:

You are to immediatelyicease all activity listed on this notice.

You are to comply'with the Ankeny Municipal Code Section cited
above impiediately.

(X_the appropriate blank)

You are herebysnotified that a re-inspection will be conducted on or about

, 20

This¢Notice is written as a courtesy to you in order to avoid a Civil Citation. If a
Civik€itation becomes necessary, it is typically the result of a municipal
infraction punishable by a financial fine not to exceed $750.00 for the first
offense or $1,000.00 for subsequent offenses.

Code Enforcement Officer or Agent Occupant Signature

Initial here and add date if this is corrected uponrecheck. _ / _ /

Interim inspections may occur at any
time during construction. A finding
of non-compliance will be cause
for immediate issuance of a pre-
citation by City personnel.

Within 24 hours from pre-citation
issuance a compliant installation
shall be confirmed or a citation will
be issued (weather related
constraints will be considered).

No work other than repair of non-
compliant erosion control measures
and features may be done
thereafter until approval by City
personnel and the Stop Work order
lifted (weather related constraints
will be considered).
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Field Activities

« Without a 24 hour inspection request notice we
cannot guarantee Inspections at your
convenience! A minimum 24 hour notice Is
strongly recommended!

 City staff will coordinate inspection timing!

 All Inspection requests must be
made through the inspection request
desk @ 963-3533!
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Field
Inspection
Checklist

HIHTTHIHTHIHTTH
Your Help Is
Needed

RESIDENTIAL
0 ’ INSPECTION
f‘”/\(’”\' RECORD

POST THIS CARD IN A CONSPICUDOUS LOCATION READILY
ACCESSIBLE TO THE BUILDING INSPECTOR

JOB ADDRESS:

FOR INSPECTIONS CALL (515) 963-3533
{24 Hour Notice Required)

COVER NO WORK BEFORE INSPECTION & APPROVAL

Contractor | Campieied | | Appeovadl | Thapediar |
InHins Diate Bequarnd Ingpocsion | Date \aaiale
1
\ g Fouy 1
b— I ' - - 1 ?
| X 1 il
b— 4 : 1 {

Mecranal Fowgdrin & Gue ‘
| ABOVE MUST BE AFPHOVED PHIDR TO FRANING INSFECTION

|

S— )
Framny

“NO INSULATION OF DIYWALL UNTIL. THE ARDYE IIAS BEEN APPROVED
y 1

vl WA | !
POUR NG CONGEETE UNTIL THE ABCVE HAS BEEN AFPROVED |
— Svkberrd S o {
\ \ "uneang Frd r |
i o T ! !
| Elcoywcal Fnad
! L _lal : !
[ | Machsioesdl & Ous Frw
b= 22 SR

| Bullding & Site Finul

| [ Approval |mupector]
‘ Date | Correctinn Reguired Oule nkals |
i e

| L

Ay of Anrhaiy Corremurely Dlog st Doportroenmt 51 h-0- 3550
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Field Inspection Checklist

* Rough-in Inspections

— Sub-contractors sign off and date when rough-ins are
complete

— General contractor — confirm sub’s rough-ins are
complete then call for ALL rough-in inspections as well
as framing inspection -BEFORE- insulation or rock

« ONE STOP FOR ROUGH-INS & FRAMING
INSPECTIONS
 Final Inspections

— Sub-contractors sign off and date when final installation
IS complete

— General Contractor — call for final after confirming
ALL work Is complete

« COMMUNICATE, COMMUNICATE, COMMUNICATE o



Final Inspections — Building
Division Related

 Prior to calling for final inspection
« Confirm Field Inspection Checklist is Completed

— Confirm all work is complete

 Building

Plumbing
Electrical
Mechanical
MPE #2 Documentation as applicable
FEMA As-Built Documentation as applicable
Water meter set
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Final Inspections — Development
Engineering Division Related

 Prior to calling for final inspection
— Confirm all work is complete
» Site grading, sod and landscaping
— Established vegetation
— Drainage Swales
» Sidewalks and driveways
— Confirm infrastructure is intact and working
 Curb boxes, cleanouts, manholes etc

— Infrastructure needing repair will hold up your
C.O.
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Final Inspections — Planning
Division Related

 Prior to calling for final inspection
— Confirm all work is complete
* Berms
» Landscaping
* Trees
 Shrubs

— Typically these requirements exist in PUD’s and/or
along major streets
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Final
Inspection
Requests

* Minimum 24 hour
Inspection notice

e Please allow us time
for C.O. Issuance

 Final inspection and
closing on the same
day may create
difficulties.

» Please plan ahead!

CERTIFICATE OF OCCUPANCY & USE

FSOFTHE RUNICPAL CODE OF THE CIUY UF ANKENY. I'Hz FROPER. Y ID2NEL-ED
YOLSERIN PRLRANNER DESCRIBEDR,

RUILDING ATIDREES:

SRS MAIN

LUDAL DESCRIPTION :

ifiente |5 issvad prosvent to
the time ol i<

cable odinances
dimee o tie

AT of Lie Mumneipal Cole o the
: tare s iy complinnes with the ndepad
WOUK SECCHCC 1 the oo ing perai.,

Loy Feme comaes BED2ANG-IESE e Clessilivaioe

Wt SEINRY LI R
Frerins

Pewr e Applam LILIGE Annes

Tope ol Connel istiine

[B®
Sy

gt Lawd
Frevical
L nee Seosiim Regquisd.

1o Leanar

M chsag s Corbente nf Quapaniy £ e o« grimtee fise sach 2iss 290 o chanae in
1is acleing uny I asde wirhiont s covsoliog b Cencnnil s Lrovelopoes: Depstieant,

ab ae ey beoenehe w1 ks loition anles

SPRECIAL STIPULATIONS AND CONDITIONS

Jeff Jur<er, Bubdong & Zeang Adiioistzion Dele

ity ol Ankony Conureity Dovelopent Bapacioent = 224 Wlos Pas!t Stcel = Ankaoy, 1A SO02-175
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Certificate of Occupancy

« Required prior to occupancy

— Please allow time for the final inspection and
any corrections to be made and re-inspected
and confirmed and the C.O. to be processed.
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Cooperation, organization and
communication! @

General contractors are
responsible for their projects and
must coordinate site and
Inspection activities of all trades!
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YOUR HELP IS NEEDED
Drainage

 Site Grading
— Know the plan
— Avold blockage of
drainage ways

— Understand where
the run-off water or
sump water Is
supposed to go
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« Swales that carry water

 Defined spot elevations

* Do not ‘lose’ the

YOUR HELP IS NEEDED
Overland Drainage Swales

between houses

that an MPE is based
upon

basement dirt in these R —— —
areas! " S ‘ = o
* Do not impede with | | il
landscape grading!
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YOUR HELPIS NEEDED
Working Hours

« Ankeny Municipal Code
Chapter 44

e Construction Noise
Prohibited

— Weekdays
* 9:00 p.m. until 7:00 a.m.

— Weekends
* 6:00 pm. until 9:00 a.m



YOUR HELP IS NEEDED

* Manholes
Incorporated into
sidewalks and
driveways must be
appropriately
grouted or “risers”
Installed to elevate
as needed.

* Don’t bury or
damage manholes

located elsewhere
on the property.
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YOUR HELP IS NEEDED

Protect Infrastructure

Extension
rings/risers
Including
beveled rings
may be obtained
from pipe
suppliers
Municipal Supply
HD Waterworks
Etc.




YOUR HELP IS NEEDED
« Site Activity

— Sod watering

— Water meter must be
Installed prior to sod
watering
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HELP US TO HELP YOU!

e Permit
application
submittals
must be
complete and
accurate!




HELP US TO HELP YOU!

 Allow time for permit
review, Inspection
scheduling, final
Inspections and C.O.

Issuance!
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HELP US TO HELP YOU!

 General contractors you
are responsible for your
projects — including site
conditions and Issues and
coordinating Inspections.
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HELP US TO HELP YOU!

* Be a good neighbor'

organization are key
elements!
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HELP US TO HELP YOU!

* New code provisions will
be applied soon!

e Purchase a code book!



In Closing

» The construction season is off to a good
start.

» \We hope this information, and in some
cases gentle reminders, will help us keep
things running smoothly.

 Please never hesitate to call - we are always
more than happy to make ourselves
available for discussion.

... and
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Thank you
for
building
the
City of Ankeny



